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  Silent System - the integrated Silent System  
closes the drawer quietly and gently 

  Convenient slide on installation with catches  
and tool-less height adjustment

  Load capacity to EN 15338, Level 3
  Galvanised steel, suitable for rooms exposed to moisture

Quadro V6 with Silent System
Nominal length /  
drawer length NL mm

Minimum carcase depth 
KT mm

Hole spacing b1 mm Hole spacing b2 mm Order no.

1 pair 10 pairs

250 263 142 9 135 983 9 117 491

280 293 160 0 045 284 9 080 224

300 313 192 0 045 285 9 080 225

320 333 192 0 045 286 9 080 226

350 363 192 0 045 287 9 080 231

380 393 224 0 045 288 9 080 232

400 413 224 0 045 289 9 080 233

420 433 224 0 045 290 9 080 234

450 463 256 0 045 291 9 080 235

480 493 256 0 045 292 9 080 236

500 513 288 224 0 045 293 9 080 237

520 533 288 224 0 045 294 9 080 238

550 563 288 224 0 045 295 9 080 239

580 593 352 0 045 296 9 080 240

600 613 352 0 045 297 9 080 241

  Using the plug reduces the drawer length (NL) by 10 mm.

Catch for wooden drawers with grooved bottom panel (Quadro 25 and Quadro V6)

  For secure, tool-less connection of Quadro runners  
and wooden drawers

  Infinite height adjustment up to + 2 mm via a knurled wheel
  Plastic, black

Drawer side Order no. PU

left 9 144 830 100 ea.

right 9 144 841 100 ea.

left / right 9 144 597 1/5 pair

Drawer runners for wooden drawers
	Quadro V6 full extension runner with Silent System
	Load capacity 30 kg


